
Pvmt. Depth

Sign

Overhang

Support

Spacing

V
e
r
t
i
c
a
l

C
l
e
a
r
a
n

c
e

S
i
g

n

H
e
i
g
h
t

D
r
o
p

I
n
s
l
o
p
e

Slip Bases

Inslope
Stub Post

Foundation

þÿ��� �G�r�a�d�e�

Finished Shoulder Varies Finished

Shoulder

12’

þÿ��� �F�i�n�i�s�h�e�d� �

L RoadwayC

Overhang

Sign

Crown Rate

Spacing

Support

þÿ��� �F�i�n�i�s�h�e�d� �

Pvmt. Depth

Crown Rate

L Roadway
C

12’

(OFFSET SIGNS)

Finished Shoulder Varies

TYPICAL SECTION

þÿ��� �G�r�a�d�e�

Shoulder

Foundation

I
n
s
l
o
p
e

D
r
o
p

Finished

H
e
i
g
h
t

S
i
g
n

Overhang

Sign

Slope Varies

Stub Post

Slip Bases

Overhang

Sign

PIPE OR W-SHAPE

EXIT RAMP

GORE SIGN PLACEMENT

TYPICAL SECTION

(INSLOPE SIGNS)
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18" x 18" Type I 

object marker

bolted (typ.)

OBJECT MARKER

3" yellow reflectors,
mounted symmetrically

on yellow diamond grade 
panel

Type A Delineator

(Optional)

(Optional)

GORE SIGN

Finished shoulder

Finished shoulder

Finished 

shoulder 16’ M
in

1
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’
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Type B Delineator
(optional)

Reflector to be mounted facing

traffic at an angle of 93^ away

from oncoming traffic
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OBJECT MARKER

INSTALLATION

10’ delineator post

(Posts shall conform to section 894.06 

of Standard Specifications.)

NOTES:

SHOULDER 

WIDTH ft

0 to 2

>2 to 4

>4 to 6

>6 to 8

>8 to 10

OFFSET

ft

16

18

20

22

24

HORIZONTAL 

CLEARANCE 

TABLE

See Horizontal Clearance Table

09-22-94 Vertical clearance

09-08-95 Pay length

01-31-97 Pay length

05-30-02 Added note

11-13-02 Vertical clearance

02-25-04 Horizontal clearance

03-25-04 Horizontal clearance 

         changed and Gore Delin.

11-30-04 Max vertical clearance

         Added and gore 

         delin. for all inter.

12-01-04 PE Stamp added

05-12-05 Added horizontal

         clearance table

04-24-06 Auxiliary Lane added

MINIMUM VERTICAL CLEARANCE:

Signs installed at the side of the road in rural 

districts shall be at least 5 feet measured from 

the bottom of the sign to the edge of driving lane,

or Auxiliary Lane. Where parking or pedestrian 

movements occur, the clearance to the bottom 

of the sign shall be at least 7 feet.

Directional signs on expressways and freeways 

shall be installed with a minimum height of 7 feet.  

If secondary sign is mounted below another sign, 

the major sign shall be installed at least 8 feet 

and the secondary sign shall be installed at least 

5 feet above the edge of driving lane.  All route 

signs, warning signs, and regulatory signs on 

expressways and freeways shall be at least 7 feet 

above the edge of driving lane.  

Where signs are placed at least 30 feet or more 

from the edge of the traveled way, the height to 

the bottom of such sign shall be 5 feet above the 

edge of driving lane.

The vertical clearance shall have a maximum height 

of 6" above the vertical clearance specified above.

Edge of Driving 

Lane or Auxiliary

Lane

REVISIONS

DATE CHANGE

NORTH DAKOTA

DEPARTMENT OF TRANSPORTATION

5/ F:

This document was 

originally issued 

and sealed by 

 

Registration Number 

PE-    , 

on          and the

original document 

is stored at the North

Dakota Department

of Transportation

04/24/06

4518

10-1-86
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